
*Vehicle model specific applications available, refer to website for further fitment options. 

 

 

 

The Turbosmart Plumb Back EM, High Flow Diverter Valve, combines the SEMA Award 

Winning EM Vehicle Integration technology and our tried and tested BOV5 

architecture. Featuring a return hose for hi-flowing Plumb Back Performance and a 

direct fit Billet Aluminium Valve utilizing a 38mm / 1.5″ Positive Seal Piston, this valve 

will provide enough flow even for seriously modified vehicles while happily working 

on the factory and mildly tuned cars. This Upgraded Diverter Valve for the F150 

EcoBoost is a plug-and-play recirculating / plumback upgrade that can hold its own, 

even with a considerable boost and flow! 

 

• 50/50 Recirculating and vent-to-atmosphere 

• 100% Recirculating 

• High Flow BOV5 Design for high boost and upgraded power levels 

• EM ‘Electro-Mechanical Full OE Integration 

• True Plug & Play Upgrade 

Mechanical Data  
Valve diameter 38mm 

Safe working pressure max. 800 kPa / 116 psi / 8 bar 

Actuator life 1000k cycles @ 180ºC ambient 

Piston pressure bias 1.2:1 

Min. pressure -101.4 kPag  

Port fittings type Inlet: M25x1 

 Outlet: M32x1 

  

Thermal Data  

Min. Operating Temperature -18ºC 

Max. Operating Temperature 120ºC 
  

Solenoid Electrical Details  

Digitally Pulsed Output (ECU) Polarity Not important 
12V in Polarity Not important 
Solenoid Wattage 12V DC 4W  

 

Material Data  
Beryllium (Be) 0% 
Main body 6061 T6 anodised Al. 
Piston Brass 
Elastomers Viton 
Port fittings 6061 T6 anodised Al. 
Springs Range 2 Zinc Plated 
  

Flow Data  
Max. Flow 111.3CFM/3.15 m3/min @1psidP 
  

Order Details  

TS-0225-1001 Vee Port EM Blow Off Valve Suit Ford 
F150 3.5L & 2.7L Ecoboost / Raptor 
Ecoboost (Black) 

TS-0225-1202 

 
Plumb Back EM Upgraded Diverter 
Valve Suit F150  

 

 

 
 

Vee Port EM BOV 
Blow Off Valve / Vee Port EM Series 


